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1. Luer Needle Nut 11. Piston
2. Body 12. Piston Seal Ring
3. Needle Mount Assembly 13. Cylinder Lock Nut
4. Head Seal Washer 14. Dose Adjustor Lock Nut
5. Delivery Valve Washer 15. Dose Adjustor
6. Cup Support Washer 16. Return Spring
7. Delivery Valve Screw 17. Spring Cover Plate
8. Cylinder 18. Push Rod Assembly
9. Inlet Valve Washer 19. Needle Hub Spanner
10. Cup Support Washer 20. Needle Nut (alternative)

PLEASE ORDER BY KIT AND PART NAME.
SPARE PARTS AVAILABLE:

KIT No. PART NAME ILLUSTRATION No.
WX 111 Maijor Service Kit 4,5,6,8,9,10,12.
WX1061 Minor Service Kit 4,5,6,9,10,12.

WX499 Needle Mount Assembly 1,3,4,5,6,7,19,20.

' If this instrument becomes sluggish during i
- use, lubricate both in front of and behind
MPORTANT/  the piston with NJ Phillips Lubricant.
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NJ PHILLIPS PTY LTD ABN 36 000 082 002
ADDRESS: LOCKED BAG 8, GOSFORD, NSW 2250 AUSTRALIA
TELEPHONE: +61 2 4340 2044 FAX: +61 2 4340 1991
EMAIL: njp1@nijphillips.com.au  MADE IN AUSTRALIA
AS OUR POLICY IS ONE OF CONTINUOUS IMPROVEMENT THE MANUFACTURER RESERVES THE RIGHT TOALTER
THESE SPECIFICATIONS ATANY TIME, ALLPRODUCTS PRODUCED BY NJ PHILLIPS PTY LIMITED, ARE IDENTIFIED BY

AUNIQUE BATCH NUMBER. THIS IDENTIFICATION NUMBER ISAFFIXED TO THE PRODUCT TOALLOW TRACEABILITY
BY THE MANUFACTURER AND MUST NOT BE REMOVED IF PRODUCT INTEGRITY IS TO BE MAINTAINED.
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